
E Q U I P M E N T  S P E C  S H E E T

G Series 36/48V Three Wheel Stand-up AC Electric Forklifts
3000-4000 lbs (CPDSR15-20)
Service · Parts · Rentals · Genuine Pre-Owned Sourcing

CPDSR15-GA2 / CPDSR15-GB2 / CPDSR18-GA2 / CPDSR20-GA2 Electric Counterbalance

36V Electric (36V and 48V lead-acid battery options)

SPECIFICATION CPDSR15-GA2 CPDSR15-GB2 CPDSR18-GA2 CPDSR20-GA2

Load capacity 3000 lb / 1362 kg 3000 lb / 1362 kg 3500 lb / 1589 kg 4000 lb / 1816 kg

Forks (L4xWxT) 42x3.9x1.4 in /
1070x100x35 mm

42x3.9x1.4 in /
1070x100x35 mm

42x3.9x1.4 in /
1070x100x35 mm

42x4.8x1.6 in /
1070x122x40 mm

Overall length without fork/with fork (L/L1) 109.8/67.7 in /
2790/1720 mm

111.8/69.7 in /
2840/1770 mm

111.8/69.7 in /
2840/1770 mm

114.4/72.2 in /
2905/1835 mm

Turning radius (R) 55.7 in / 1415 mm 57.7 in / 1465 mm 57.7 in / 1465 mm 60 in / 1525 mm

Wheelbase (L2) 47.4 in / 1205 mm 49.4 in / 1255 mm 49.4 in / 1255 mm 52 in / 1320 mm

Equal aisle, 90 deg intersecting aisle 66.5 in / 1688 mm 67.2 in / 1706 mm 67.2 in / 1706 mm 68.1 in / 1729 mm

Aisle width, right angle stacking 112.8 in / 2865 mm 114.8 in / 2915 mm 114.8 in / 2915 mm 117 in / 2975 mm

Lift speed loaded/unloaded 65/110 ft/min /
0.33/0.56 m/s

65/110 ft/min /
0.33/0.56 m/s

65/110 ft/min /
0.33/0.56 m/s

61/105 ft/min /
0.31/0.53 m/s

Drawbar pull 5 minute rating
loaded/unloaded

2925/2655 lbf /
13000/11800 N

2925/2655 lbf /
13000/11800 N

3442/3038 lbf /
15300/13500 N

3442/3038 lbf /
15300/13500 N

Truck weight (with minimum weight battery) 7864 lb / 3567 kg 8208 lb / 3723 kg 8510 lb / 3860 kg 8854 lb / 4016 kg

Front axle load loaded/unloaded (with
battery)

9687/4542 lb /
4394/2060 kg

9943/4656 lb /
4510/2112 kg

10580/4736 lb /
4799/2148 kg

11226/4934 lb /
5092/2238 kg

Rear axle load loaded/unloaded (with
battery)

1043/3322 lb /
473/1507 kg

1263/3550 lb /
573/1610 kg

1237/3774 lb /
561/1712 kg

1265/3920 lb /
574/1778 kg

Grade clearance loaded 36.2 % 34.7 % 34.7 % 32.9 %

Battery capacity at 6 hr discharge rate 930 Ah / 32.5 kWh 1085 Ah / 37.9 kWh 1085 Ah / 37.9 kWh 1240 Ah / 43.3
kWh

Min. battery weight 1980 lb / 898 kg 2300 lb / 1043 kg 2300 lb / 1043 kg 2500 lb / 1134 kg

Max. battery weight 2300 lb / 1043 kg 2700 lb / 1225 kg 2700 lb / 1225 kg 3050 lb / 1380 kg

Battery compartment size, maximum 16.5x38.5x31 in /
420x980x787 mm

18.5x38.5x31 in /
480x980x787 mm

18.5x38.5x31 in /
470x980x787 mm

21x38.5x31 in /
535x980x787 mm

GENERAL

Load center 24 in / 610 mm

Power Electric, 36V
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GENERAL

Tire type cushion

Wheels front/rear (x=driven) 2x/2

Operator type Stand-up Rider Counterbalance

Max. lifting height (H1) 185 in / 4700 mm

Max. lifting height with backrest (H2) 227 in / 5758 mm

Free lift height (H3) 45 in / 1145 mm

Mast overall height (H) 85 in / 2160 mm

Optional fork lengths (L4) 33/36/48/54/60 in / 850/920/1220/1370/1520 mm

Carriage height without load backrest (H4) 20.4 in / 520 mm

Carriage height with load backrest (H5) 41.7 in / 1058 mm

Tilt forward/backward 3/5 deg

Fork spacing out to out min/max (W1) 37.8/7.8 in / 960/200 mm

Overall width, wheel outside (W2) 42.3 in / 1075 mm

Chassis width (W3) 41.7 in / 1058 mm

Load distance, axle to fork face (L3) 12.7 in / 323 mm

Head length (H9) 88 in / 2230 mm

Inside clearance overhead guard (H11) 78.2 in / 1987 mm

Step height (H12) 7.4 in / 188 mm

Chassis height (H10) 50 in / 1271 mm

Travel speed loaded/unloaded 7.2 mph / 11.6 km/h

Lowering speed loaded/unloaded 98.2 ft/min / 0.45 m/s

Gradeability 5 minute rating
loaded/unloaded

15/15 %

Tire size front 16.25x6-11.25

Tire size rear 10x5-6.5

Tread width front 36.3 in / 922 mm

Tread width rear 6.7 in / 170.5 mm

Ground clearance at lowest point at mast 3.8 in / 95 mm

Ground clearance center of wheelbase 4 in / 101.5 mm

Ground clearance lowest point 3 in / 76 mm

Battery roller height 7.1 in / 180 mm

Brakes service/parking Foot-motor/Auto-electric

Drive motor capacity, 60 min rating 6.1 hp / 4.5 kW

762 N Industrial Dr · Elmhurst, IL 60126
(630) 426-9156

info@chicagolifts.com · chicagolifts.com

Chicago Lifts (FSD LLC) is an independent equipment sales & service company. It is not affiliated with, endorsed by, or an authorized dealer of HELI or Heli America Inc. Model names and designations are used solely to identify the equipment
serviced or offered. Specifications are compiled from manufacturer published data for reference only, may vary by configuration and production year, and are subject to change without notice; verify critical capacities and dimensions with Chicago
Lifts before purchase. Fields marked — were not verifiable from available documentation. © 2026 FSD LLC d/b/a Chicago Lifts. Page 2 / 6



GENERAL

Pump motor capacity, 15% rating 14.75 hp / 11 kW

Steering motor capacity, 50% rating 0.54 hp / 0.4 kW

Controls (drive, hydraulic, steering) MOSFET/AC

Number of speeds Infinitely variable, all motors

Battery compartment (battery size max
DimL x DimH x DimH)

38.5 x 16.5/18.5/21 x 31 in depending on model

Battery options 36V: 750-1240 Ah (types E125, E155, 5PZS775, 8PZB840, 9PZB945); 48V: 550-770 Ah
(types 5PZB550H, 6PZB660H, 7PZB770H); battery min/max weight 1980-3050 lbs
depending on model

DIMENSIONAL REFERENCE · TYPICAL CONFIGURATION, STAND-UP RIDER TRUCK — CPDSR15-GA2
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ADDITIONAL DIMENSIONS

Rated capacity
(Q)

3000 lb / 1362 kg

Load center (c) 24 in / 610 mm

Overall width (b1) 42.3 in / 1075 mm

Right-angle
stacking aisle
(Ast)

112.8 in / 2865 mm

Turning radius
(Wa)

55.7 in / 1415 mm

Original Chicago Lifts drawing. The outline is plotted to scale from the dimensions listed in this document using standard VDI 2198 notation; features with no published
dimension are shown representatively, and a conventional break symbol marks the mast where extended height exceeds the drawing envelope. Confirm exact figures with us
before planning racking, doorway, or aisle clearances.

Three wheel stand-up rider counterbalance forklifts, 3000-4000
lb capacity at 24 in load center

36V power as tabulated; 36V and 48V lead-acid battery options
per battery compartment chart

ZAPI intelligent display and ZAPI control with AC powered drive
and lift motors

Cushion tires; front 16.25x6-11.25, rear 10x5-6.5 (polyurethane
optional)

Wide view masts to 236 in and full free 3-stage masts to 256 in
maximum fork height

Standard: integral sideshifter, joystick, EPS electronic power
steering, OPS operator presence sensing, regenerative braking,
electronic parking brake, LED lights, USB charging output,
battery side extraction
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LOAD CURVE REFERENCE · CAPACITY VS. LOAD CENTER
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Approximate — derived from manufacturer-published load-curve data and anchored to the rated capacity shown above; actual capacity at a given load center varies by mast,
attachment, and configuration. Confirm exact figures with Chicago Lifts before quoting or purchase.

Mast Options
Full per-mast lift, capacity, lowered-height and free-lift data. US customary figures lead; the manufacturer's metric figures are shown alongside.

Wide View Mast
Applies to CPDSR15-GA2, CPDSR15-GB2, CPDSR18-GA2, CPDSR20-GA2
Two-stage mast. Free lift is limited; best where overhead height is not restricted.

MAST

MAX.
LIFT
HEIGHT

Capacity at 24 in load center
Overall

Height H

Mast
Extended
Height H2

Freelift
with

Backrest
H3CPDSR15-

GA2

CPDSR15-GA2
with integral
sideshifter

CPDSR15-
GB2

CPDSR15-GB2
with integral
sideshifter

CPDSR18-
GA2

CPDSR18-GA2
with integral
sideshifter

CPDSR20-
GA2

CPDSR20-GA2
with integral
sideshifter

M250 98
2500

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

4000
1815

70
1775

140
3558

3.3
85

M300 118
3000

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

4000
1815

80
2025

160
4058

3.3
85

M330 130
3300

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

4000
1815

86
2175

172
4358

3.3
85

M350 138
3500

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

4000
1815

90
2275

180
4558

3.3
85

M370 146
3700

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

4000
1815

93
2375

187
4758

3.3
85

M400 157
4000

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

3858
1750

101
2575

199
5058

3.3
85

M425 167
4250

3000
1360

2756
1250

3000
1360

3000
1360

3500
1590

3417
1550

3748
1700

3638
1650

106
2700

209
5308

3.3
85

M450 177
4500

2756
1250

2425
1100

3000
1360

3000
1360

3329
1510

3219
1460

3638
1650

3527
1600

111
2825

219
5558

3.3
85

M500 197
5000

2491
1130

2535
1150

2866
1300

2800
1270

3000
1360

2910
1320

3351
1520

3240
1470

121
3075

238
6058

3.3
85

M550 217
5500

2227
1010

2160
980

2535
1150

2425
1100

2690
1220

2580
1170

3000
1360

2866
1300

133
3375

258
6558

3.3
85

M600 236
6000

1985
900

1764
800

2205
1000

1985
900

2425
1100

2205
1000

2535
1150

2425
1100

143
3625

278
7058

3.3
85

in / mm

lb / kg

in / mm in / mm in / mm
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MAST

MAX.
LIFT
HEIGHT

Tilt Range
Service Weight (unload)

CPDSR15-GA2 CPDSR15-GB2 CPDSR18-GA2 CPDSR20-GA2

M250 98
2500

3/5 7378
3346

7722
3502

8037
3645

8381
3801

M300 118
3000

3/5 7437
3373

7781
3529

8101
3674

8445
3830

M330 130
3300

3/5 7475
3390

7819
3546

8139
3691

8483
3847

M350 138
3500

3/5 7499
3401

7843
3557

8167
3704

8511
3860

M370 146
3700

3/5 7523
3412

7867
3568

8194
3716

8538
3872

M400 157
4000

3/5 7634
3462

7978
3618

8306
3767

8650
3923

M425 167
4250

3/5 7665
3476

8009
3632

8339
3782

8683
3938

M450 177
4500

3/5 7693
3489

8037
3645

8370
3796

8714
3952

M500 197
5000

3/5 7753
3516

8097
3672

8436
3826

8780
3982

M550 217
5500

3/5 7945
3603

8289
3759

8575
3889

8919
4045

M600 236
6000

3/5 8004
3630

8348
3786

8641
3919

8985
4075

Wide View Full Free 3-Stage Mast
Applies to CPDSR15-GA2, CPDSR15-GB2, CPDSR18-GA2, CPDSR20-GA2
Three-stage mast with full free lift — the greatest lift height for a given lowered height, and full free lift for low-clearance work.

MAST

MAX.
LIFT
HEIGHT

Capacity at 24 in load center
Overall
Height

H

Mast
Extended
Height H2

Freelift
with

Backrest
H3CPDSR15-

GA2

CPDSR15-GA2
with integral
sideshifter

CPDSR15-
GB2

CPDSR15-GB2
with integral
sideshifter

CPDSR18-
GA2

CPDSR18-GA2
with integral
sideshifter

CPDSR20-
GA2

CPDSR20-GA2
with integral
sideshifter

ZSM360 142
3600

3000
1360

3000
1360

3000
1360

3000
1360

3500
1590

3500
1590

4000
1815

3968
1800

70
1775

160
4658

31
775

ZSM400 157
4000

3000
1360

2910
1320

3000
1360

3000
1360

3500
1590

3500
1590

3924
1780

3836
1740

76
1925

199
5058

36
910

ZSM435 171
4350

2910
1320

2822
1280

3000
1360

3000
1360

3500
1590

3417
1550

3858
1750

3748
1700

80
2025

213
5408

40
1025

ZSM450 177
4500

2800
1270

2800
1230

3000
1360

3000
1360

3417
1550

3373
1500

3748
1700

3638
1650

82
2090

219
5558

42
1075

ZSM470 185
4700

2756
1250

2646
1200

3000
1360

3000
1360

3373
1500

3197
1450

3638
1650

3527
1600

85
2160

227
5758

45
1145

ZSM480 189
4800

2756
1250

2646
1200

3000
1360

3000
1360

3373
1500

3197
1450

3638
1650

3527
1600

86
2190

231
5858

46
1175

ZSM500 197
5000

2691
1130

2535
1150

2932
1330

2778
1260

3042
1380

2954
1340

3351
1520

3263
1480

90
2290

239
6058

50
1275

ZSM540 213
5400

2227
1010

2160
980

2646
1200

2491
1130

2734
1240

2646
1200

3000
1360

2910
1320

95
2425

254
6458

56
1410

ZSM600 236
6000

1896
860

1764
800

2271
1000

2138
970

2359
1070

2271
1030

2646
1200

2535
1150

104
2640

278
7058

65
1625

ZSM650 256
6500

1609
730

1543
700

1984
880

1874
850

2050
930

1984
900

2315
1050

2205
1000

111
2830

298
7558

71
1815

MAST

MAX.
LIFT
HEIGHT

Tilt Range
Service Weight (unload)

CPDSR15-GA2 CPDSR15-GB2 CPDSR18-GA2 CPDSR20-GA2

ZSM360 142
3600

3/5 7713
3498

8057
3654

8359
3791

8703
3947

in / mm
fwd / back °

lb / kg

in / mm

lb / kg

in / mm in / mm in / mm

in / mm
fwd / back °

lb / kg
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MAST

MAX.
LIFT
HEIGHT

Tilt Range
Service Weight (unload)

CPDSR15-GA2 CPDSR15-GB2 CPDSR18-GA2 CPDSR20-GA2

ZSM400 157
4000

3/5 7768
3523

8112
3679

8414
3816

8758
3972

ZSM435 171
4350

3/5 7815
3544

8159
3700

8461
3837

8805
3993

ZSM450 177
4500

3/5 7837
3554

8181
3710

8483
3847

8827
4003

ZSM470 185
4700

3/5 7865
3567

8209
3723

8511
3860

8855
4016

ZSM480 189
4800

3/5 7876
3572

8220
3728

8522
3865

8866
4021

ZSM500 197
5000

3/5 7936
3599

8280
3755

8582
3892

8926
4048

ZSM540 213
5400

3/5 8037
3645

8381
3801

8683
3938

9027
4094

ZSM600 236
6000

3/5 8123
3684

8467
3840

8769
3977

9113
4133

ZSM650 256
6500

3/5 8198
3718

8542
3874

8844
4011

9188
4167

Verification: 357 figures in this section were transcribed twice, independently, and cross-checked cell by cell; 0 could not be reconciled and are shown as —.

Mast availability varies by truck configuration and by attachment. Capacity shown is for the mast/truck pairing listed and may be further derated by attachments, tyres, or load center.
Confirm the exact build with Chicago Lifts before ordering.

How Chicago Lifts supports this equipment: factory-trained service & repair, preventive-maintenance plans, parts supply, short-
term rentals, and sourcing of genuine pre-owned units. Ask about our 100-hour limited warranty on pre-owned equipment.

in / mm
fwd / back °

lb / kg
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